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Homogeneous vinyl with a fire resistant 
performance surface, which conforms 
to International Marine Organization 
(IMO) standards

Harlequin Marine is a hard-wearing, homogeneous vinyl dance floor which 
conforms to International Marine Organization (IMO) standards and fire ratings 
and is widely installed on cruise liners. It is fire resistant, with a slightly marbled 
surface.

Installation: Harlequin Marine is specified for permanent installation and 
is suitable for use on marine vessels including scene docks on cruise ships.  
It can be laid on any hard, smooth subfloor and is an excellent choice as a vinyl 
performance surface in conjunction with a Harlequin sprung floor.

Usage: Harlequin Marine is widely used as a stage surface on ships but is also 
suitable for multi-purpose use including concerts, television, theatre, operatic 
performances and various dance types including percussive (flamenco, Irish 
and tap).

Black - 501

Available Colours:

TM

Specification Guide

Material Homogeneous vinyl

Permanent or Portable Permanent

Roll Length 20m

Roll Width 2m

Thickness 2mm

Weight 3.35kg/m2

Finish Marbled

Fire Rating IMO FTP Code part 2 & 5

Warranty
10 years if installed by Harlequin

5 years if installed by the customer

Fixing Type Adhesive 

Seams Welded 

Light Reflectance 501-2

Gloss Level Nominal 8

Lightfastness >6

Recycled Content 23-30%

VOC Emissions ≤0.5mg/m³

Recyclability 100%

Underfloor Heating Suitable for use with underfloor heating

Third Party Certification
Environmental Product Declaration A+ 

LEED, BREEAM, REACH Compliant
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